
Crate Washer 
Series HLCV
 
Our hygienically designed high-performance tunnel washer has an integrated main wash and rinse zone, 
which enables fast and effective cleaning of medium to heavily soiled crates and containers. Each system 
can be customised according to the customer’s specific requirements.
 

The system is divided into two zones: the main wash and rinse zone. 
The crates are manually loaded and unloaded. In the main wash 
zone, the crates are cleaned using circulating water, which is continu-
ously purified by an integrated filter system. The wash water is kept 
at a constant temperature by a built-in tank heater. 
 
In the rinse zone, the crates are rinsed with hot, cleaned fresh water 
and thermally disinfected (with the optional addition of disinfectant). 
The rinse water is then returned into the main wash zone for reuse. 
This process allows maximum washing results with minimal water, 
energy, and chemical consumption, while preventing pH carry-over. 
 
Specially designed nozzles ensure thorough cleaning of all surfaces. 
To optimise the cleaning of the front sides, crates are transported 
lengthwise through the system. The transport chain’s carriers ensure 
even spacing of the crates, allowing for precisely the right amount of 
water to be used based on the level of soiling. 
 
This process saves both energy and water.
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High-Performance Tunnel Washer  

CRATE WASHER SERIES HLCV

Typ Capacity/h

HLCV.1 150 / 200

HLCV.2 200 / 250 / 300

HLCV.3-300 250 / 350 / 450

HLCV.3-400 300 / 400 / 500

HLCV.3-600 500 / 600 / 700



STAINLESS SOLUTIONS

TYPE OF WASHING SYSTEM HLCV.1 HLCV.2 HLCV.3-300 HLCV.3-400 HLCV.3-600

Capacity / h 100-200 200-300 300-500 500-700 600-800

Dimensions 2300/800/1625 2300/800/1530 3300/1200/1600 3300/1200/1600 3300/1200/1600

Total length 2300 2300 3300 3300 3300

Length ( without in and outlet)  2300 2300 2500 3300 3300

Height  1625 1625 1600 1600 1600

Width 800 800 1200 1200 1200

Total length washing tunnle 1680 1680 2500 3300 3300

Inlet – Outlet height  900 900 950 950 950

In – Outlet length 350 350 350 400 400

Height-adjustable feet Yes

Material Stainless steel AISI 304

Main washing zone

Length  500  500 700 700 700

Pump  2,2kW 3kW 5,5kW 7,5kW 9,2kW

Pump flow rate  400 500 600 700 750

Tank capacity 200 200 350 350 350

Water consumption / h  4-6  4-6 6-8 9-11 14-16

Tank heating  6kW 9kW 18kW 18kW 18kW

System Electric screw-in heating element

Washing temperature 30-60°C adjustable

Steam heating optional

Nozzles Clip-eyelet

Filter system Stainless steel AISI 304 Filter mesh convenient, easily accessible in drawer

Rinsing zone

Length 150 150 200 200 350

Recommended rinsing 
temperature

82 - 85°C must be provided on site or achieved via instantaneous water heater / 
steam water mixing valve

Nozzles Flat jet nozzles

Miscellaneous

Adjustable crate hold-down device Yes

Adjustable side guides Yes

Conveyor system Carrier transport chain

Transport crates lengthwise

Connection data

Control voltage 24V

Total connected load  9kW 12kW 23kW 25kW 28-32kW

Water

Water connection KW WW Yes

Water drainage via ball valve 1 ½“

TECHNICAL  SPECIFICATION
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HLCV with fume extraction HLCV one man control
 and with flip-up chut 

POSSIBLE OPTIONS FOR THE HLCV SERIES 
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WASHING  AND CLEANING SYSTEMS
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Our design team is open for customisation.
We are looking forward to work with you to find the best possible solution.

TUNNEL WASHER HLCV.1 HLCV.2 HLCV.3-300 HLCV.3-400 HLCV.3-600

One-man operation with flip-up chute -

Instantaneous water heater for rinse tempe-
rature 85°C

Adjustable speed

Conductivity-controlled dosing pump

Water meter-controlled dosing pump

Tank heater 9 kW - - -

Tank heater  12 kW - - - -

Tank heater 18 kW - -

Tank heater  27 kW - - - -

Pump 5,5 kW at 3-4 bar - - - -

Pump 7,5 kW at 4-5 bar - - -

Pump 9,2 kW at 4-6 bar  - - -

Pump 11 kW at 6-7 bar - - - -

Pump 15 kW at 6-8 bar - - - -

Direct steam heating of the wash water. 
With a water connection of 10°C, the steam 
consumption for initial heating is:

40 kg 40 kg 60 kg 60 kg 80 kg

Fume extractor with integrated stainless 
steel piping

Steam water mixing valve

Mobile version 

Cold air blow-off module: The module is 
located in the extension of the system 
after the neutral zone. Blower 2x 5.5 
kW Total connection 12.0 kW

- -

Cold air blow-off module: The module is 
located in the extension of the system 
after the neutral zone. Blower 1x 5.5 
kW Total connection 7.0 kW

-

Double-walled wash tank

One-man operation for drying module - - -

Mobile version drying module - - -


